
TECHNICAL PRODUCT BROCHURE

TP600 NG
COMPRIBAND

IMPREGNATED
SEALING TAPE

Window and door perimeter sealing
with wider application potential

BEYOND THE FRAME



PRIMARY APPLICATION

Window and door
perimeter seals

TP600 NG forms a durable external weather seal 
around correctly sized window and door perimeter 
joints. The tape expands behind the frame, follows 
normal joint variation and remains flexible as 
surrounding materials move.

WINDOW PERIMETERS

External weather sealing around new and replacement window 
frames.

DOOR PERIMETERS

Continuous sealing around framed doors, access openings and 
external doorsets.

Wind-driven rain Vapour permeable Movement capable Thermal and acoustic
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EXPOSED PERIMETERS

Weather sealing
at height
High-rise windows and exposed façades 
place extra demands on perimeter joints. 
TP600 NG resists wind-driven rain while 
remaining vapour permeable and able to 
follow normal movement.

600 Pa
DRIVING-RAIN
RESISTANCE*

15 YEARS
PERFORMANCE
GUARANTEE*

*Where the selected tape size and joint range qualify. Guarantee 
subject to manufacturer terms and registration.

WINDOW PERIMETER SEALING ON EXPOSED ELEVATIONS
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CONTROLLED EXPANSION

How TP600 NG
seals the joint

01 POSITION

The self-adhesive face aids accurate initial 
placement.

02 EXPAND

Pre-compressed foam recovers into the selected 
gap range.

03 ADAPT

Flexible foam expands and contracts as the joint 
moves.

04 PROTECT

The completed joint supports weather, thermal 
and acoustic performance.

OPEN-CELL POLYURETHANE FOAM
Impregnated with a UV-stabilised, hydrophobic acrylic resin

Correct selection starts with the minimum gap, maximum gap and available joint depth.
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PERFORMANCE AT THE JOINT

The perimeter
changes 
everything
Correctly selected expanding foam 
closes the route through the joint. 
TP600 NG supports weather 
resistance, thermal continuity and 
acoustic insulation while 
accommodating movement.

Air leakage Sound paths

Wind-driven rain Minor movement

Assembly performance depends on the 
complete joint design.

Vibration image is illustrative. TP600 NG is not an engineered anti-vibration mount.
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POTENTIAL INDUSTRIAL APPLICATIONS

Machinery, acoustic
enclosures and HVAC

Stationary machine panels, generator housings, 
plant-room openings and air-handling casings 
often contain long perimeter joints. TP600 NG 
may help close irregular gaps, limit air and sound 
pathways and accommodate normal joint 
movement.

MACHINERY ENCLOSURES HVAC AND AIR-HANDLING INTERFACES

Check the completed system against pressure, fire, temperature, chemical exposure and safety requirements.
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POTENTIAL APPLICATION

Marine construction
and ship repair

Potential above-waterline joints include 
deckhouse windows, weather-exposed louvres, 
access frames and equipment enclosures.

Confirm coatings, salt exposure, movement and the 
required marine approvals for the specific installation.

Not suitable for submerged joints, standing water or a 
head of water.

DORTECH DIRECT  /  TP600 NG COMPRIBAND 07



POTENTIAL OEM APPLICATIONS

Modular construction and
specialist vehicles

MODULAR AND OFFSITE

Factory-installed windows, doors and framed panel openings can 
use repeatable joint dimensions designed around the tape range.

SPECIALIST VEHICLES

Potential joints include cabin windows, body apertures and service 
hatches. OEM validation remains essential.

Illustrative applications. Confirm movement, fatigue, temperature, chemicals, fire and industry approvals.
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SPECIFICATION SUPPORT

Tell us about
the joint
A photograph or section drawing helps our technical 
sales team understand the interface before 
recommending a tape size or referring the 
application for manufacturer review.

0330 128 1212
sales@dortechdirect.co.uk

dortechdirect.co.uk

SEND US

01 PHOTO OR DRAWING
Show the complete interface and exposed face.

02 JOINT DIMENSIONS
Minimum gap, maximum gap and available depth.

03 SUBSTRATES
Frame material, surrounding material and coatings.

04 MOVEMENT AND EXPOSURE
Temperature, weather, chemicals and expected movement.

05 REQUIRED PERFORMANCE
Weather, air, acoustic, thermal, fire or sector standard.

Published essentials

-30°C to +90°C
SERVICE TEMPERATURE

< 0.048 W/mK
THERMAL CONDUCTIVITY

DORTECH DIRECT  /  TP600 NG COMPRIBAND 09

mailto:sales@dortechdirect.co.uk
https://www.dortechdirect.co.uk/


THE WIDER COMPRIBAND RANGE

Other sealing systems
TP600 NG leads this brochure. Dortech Direct can match other Compriband products to joints with different movement, 
installation or vapour-control requirements.

TP450 TIMBER MAX
High-movement tape for timber-
frame joints. Covers gaps up to 50 
mm and accommodates 
substantial differential movement.

TP600 COMPRIBAND
The established 600 Pa external 
weather seal for window, door and 
façade movement joints, with 
thermal and acoustic insulation.

TP601 COMPRIBAND E

Encapsulated foam tape that can 
be fitted before the frame and 
activated later by removing its 
tear-off film.

ME402 ALI-TAPE PB
Aluminium-faced butyl tape for 
surface joints, overlaps and 
repairs requiring an airtight, 
vapour-resistant barrier.

Brief summaries only. Confirm current sizes, joint ranges and technical data before specification.
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THE WIDER COMPRIBAND RANGE

Multifunction perimeter tapes

TP610 DUO
Breathable external weather seal for 
window and door perimeters, covering 
combined joint ranges from 1 mm to 20 
mm.

TP650 TRIO
A 66 mm three-function tape combining 
external weather resistance, thermal and 
acoustic insulation, plus internal 
airtightness.

TP651 TRIO
A compact 35 mm three-function tape for 
projects that need weather, insulation and 
airtightness in less joint depth.

Unsure which system fits? Call 0330 128 1212 or email sales@dortechdirect.co.uk
The current product range and selector are available at compriband-tape.co.uk
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TECHNICAL SALES AND BULK ORDERS

SPECIFY TP600 NG
WITH DORTECH DIRECT
Send us the joint details. We will help select the right tape reference or 
arrange further technical review for unusual applications.

0330 128 1212 sales@dortechdirect.co.uk

www.dortechdirect.co.uk www.compriband-tape.co.uk

Unit 14 Fieldhouse Park, Old Fieldhouse Lane, Huddersfield, HD2 1FA

Genuine illbruck products. Trade pricing. Practical technical support.

tel:+443301281212
mailto:sales@dortechdirect.co.uk
https://www.dortechdirect.co.uk/
https://compriband-tape.co.uk/
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